Modia Short Projection Wall Faced Toilet Suite O

Ceramic wall faced toilet suite

* Available in White Gloss
¢ Clean Flush rimless pan design
* Premium Thermoset quick-release seat with SS pins

Features

— Streamlined design, sits flat against wall

— Clean Flush rimless pan design for an efficient, powerful flush

— White vitreous china, easy to clean

— Premium seat made from Thermoset - rigid, ceramic-like surface, easy-clean,
anti-scratch, silk finish

— Soft-closing seat, quick release seat with stainless steel pins

— SorPtrap

— Universal cistern, suits back entry or bottom entry plumbing

Product details

CISTERN Back entry or bottom entry plumbing (left or right inlet).

PAN Wall faced close coupled with vortex flush rimless pan design.

TRAPS Universal trap, suitable for S or P trap installations.

SEAT Made from premium Thermoset (UF), silk finish. Quick release
seat with stainless steel hinges, soft closing.

SETOUT Variable 100-180 using supplied connector; 150mm rec.

FIXING This is a close coupled toilet suite — the cistern is fixed directly
to the pan and does not require wall fixing.
Pan may be bedded with cement base or using silicone sealant.

WELS RATING 4 Star 4.5/3L flush. Reg No. 49589.

WELS Licence 0296. WM Licence 027195.

Order codes

- FULL TOILET SUITE

194000 Modia SP CF WF Toilet Suite, White Gloss
(all components: pan, cistern, seat)

COMPONENT CODES
194623 Modia SP WF Toilet Pan & Seat only, White Gloss

194624 Modia SP WF Cistern only, White Gloss
194625 Modia SP WF Seat only, White Gloss
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Please note — Bracket fixing: The pan should be bedded with silicone

SEIMA

kitchen + laundry + bathroom ware

seima.com.au

- Installation shall be in accordance with AS/NZS3500.

— All measurements are in millimetres. Height dimensions
are to base of pan. Make allowance for bedding.

- Bedding: Pan may be bedded with cement base or using
silicone sealant. Fix pan to floor using a sand cement
mixture of 3:1 to a depth of 60mm. Do not use lime or
fast-drying cement.

sealant and fixed with the brackets supplied.

— Do NOT use epoxy type adhesives.

— Dimensions are nominal and subject to normal ceramic
manufacturing variations.

- Specifications may vary without notice as part of our
continuous improvement practices.

— Clean with a damp cloth. Do not use abrasive cleaners,
liquids or pastes.
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Modia Short Projection - WF Toilet — Spare Parts List (R & T Valve)

CISTERN PARTS

193220
Bolt, toggle, cistern to can

193221
Flush Valve, R& T

193223
Plug, Cistern

193218
Washer, Seating, Flush Valve

193225
Seal, cistern to pan

193219
Inlet Valve, Back Entry, R& T

193265
Flush Button, Round Flat, Chrome

193423
Hose, SS Braided PEX, G1/2
250mm
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193360
Bottom Inlet Conversion Pipe

192078
Fixing, seat, metal60mm, Hinge

PAN PARTS

193263
Cap, Inlet Hole Cover, White

193235
Fixing Kit, Pan to Floor

%

193247
Pan Connector, Variable 90-

190mm,
Curved

Disclaimer: Approved spare parts only. These parts may differ from those supplied with the product when purchased independently; however, all parts will functions as intend.






